FRODUCT BULLETIN PREMIX JOINT COMPOUND BULLETIN NO: J=6903
DRYWALL ACCESSORY DUAL PURPOSE DATE: 9/26/75
PRODUCTIS (NON-ASBESTOS) PAGE: 1lof 2
APPROVALS: PRODUCING PLANT: CAKERSEKZX  TEST BATCH
SEATTLE . DATE:
BULLETIN DESCRIPTION 4 POUNDS | GALIONS
165 Ground Raw Gypsum 36,65 2200
489 Wollastonite 3,33 200
251 Mica AMC 5,00 300
247 Mica S 5,00 300
052 Min-U-Gel FG (Floridin Co.) 3.33 200
442 Tale 2,50 150
245 Methocel 228 0,25 15
244 Cellogsize (P-4400-H C.08 5
200 Keltose 0.13 B
433 Preservative - Dowiecil 75 0.13 8
470 PVAc Emilsion (5.84% on solids) 5.83 350 38
457 Nopeo NXZ (defosmer) ' 0,30 18
Water - start 31,92 1916 230
Water - adjust to std, viscosity .35 333 40
TOTAL 100.00 6003
MANUFACTURING INSTRUCTIONS:
1, GSee Process Bulletin J-2.
2, Dry blend all powder materials 8 minutes,
3. For PMG add 4 1lbs. Yellow Oxide per batch (Bulletin RM-J-190),
4. For summer conditions add 8 gallons Ethylene Glycol per batch,
SUALITY CONTROL: .
T™™-1 Viseosity, Vieat, 150 gm cyl @ 5 see, 13 =« 16 mm
T™-3 Tape Bond 9 -10
™=6 Application No lumps
TM-7 Workability Equal to Standard
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